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PROVIDING A POKER PIN HAVING A RELATIVELY SMALLER
212 DIAMETER SHAFT PORTION AND A RELATIVELY LARGER
N  DIAMETER BASE PORTION WHEREIN THE TIP OF THE
SHAFT PORTION IS POSITIONED AT A FIXED DISTANCE
FROM AN ABUTMENT SURFACE OF THE BASE PORTION

) J

AXIALLY REFERENCING THE TIP OF THE POKER PIN
SHAFT PORTION TO THE RECIPROCATING MEMBER
BY ABUTIINGLY ENGAGING AN ABUTMENT SURFACE
214 OF THE BASE PORTION WITH AN ABUTMENT
SURFACE OF A POKER PIN HOLDER THAT IS FIXEDLY

MOUNTED ON THE RECIPROCATING MEMBER

FIG. 12

MOUNTING THE POKER PIN IN FIXED

222~ RELATIONSHIP WITH A RECIPROCATING MEMBER
POSITIONED WITHIN THE VACUUM DOME

Y

MOUNTING AN ANNULAR ABUTMENT
SURFACE INSIDE THE VACUUM DOME

224

) J

ENGAGING A SURFACE HAVING A FIXED
2961 RELATIONSHIP WITH THE RECIPROCATING
MEMBER WITH THE ANNULAR ABUTMENT SURFACE

FIG. 13




US 9,305,812 B2

1
DIE EJECT ASSEMBLY FOR DIE BONDER

BACKGROUND

A die bonder is used for bonding semiconductor dies to a
substrate. Dies are ejected from a die presentation system at a
die eject stage of the die bonder. The dies are then picked up
by an appropriate tool such as a pick and place machine.
Various types of die presentation systems are used in different
situations. Known die presentation systems include wafer
rings, film frames and waffle packs. The die presentation
system is held in a holder which is moved laterally over a die
eject assembly. The die eject assembly typically includes a
vacuum cylinder covered by a metal cap. Dies are held against
the metal cap by a vacuum in the cylinder. The metal cap
includes a hole through which a small diameter pin known as
a poker pin may be projected. The reciprocating assembly
that supports the poker pin has an up position at which the pin
extends a preset distance above the cap and a down position in
which the tip of the pin is positioned below the cap. In the up
position, the pin contacts the back of a die to eject it from the
associated die presentation system.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a side elevation view of a prior art poker pin and
a poker pin holder in which the poker pin is mounted.

FIG. 2 is a perspective view of a poker pin.

FIG. 3 is a bottom plan view of the poker pin of FIG. 2.

FIG. 4 is a side elevation view of the poker pin of FIGS. 2
and 3 and a poker pin lock member.

FIG. 5 is a side elevation view of the poker pin and lock
member of FIG. 4 and a reciprocating member having a poker
pin holder at one end thereof.

FIG. 6 is an isometric view of the reciprocating member,
poker pin holder, poker pin and lock member of FIG. 5 in an
assembled state.

FIG. 7 is a partially cross sectional, isometric view of the
lock member and poker pin in a preassembled state.

FIG. 8 is a top plan view of the poker pin lock member.

FIG. 9 is a schematic, cross sectional view of a prior art die
eject assembly.

FIG. 10 is a schematic, cross sectional elevation view of a
die eject assembly with a poker pin stopper.

FIG. 11 is an isometric view of a die eject assembly such as
shown schematically in FIG. 10.

FIG. 12 is a flow chart of a method of installing a poker pin
in a die bonding machine having a reciprocating member that
is axially displaceable with respect to a die support surface.

FIG. 13 is a flow chart of a method of limiting the travel of
a poker pin with respect to a die support surface of a vacuum
dome.

DETAILED DESCRIPTION

This specification, in general, discloses a die eject assem-
bly 45 for a die bonder. The die eject assembly 45 includes a
poker pin 50, FIG. 2, having an elongate shaft portion 52 with
afirstend 54 and a second end 56. The poker pin also includes
a base portion 62 having a first end 64 and a second end 72.
The first end 64 of the base portion 62 has a maximum
diameter that is larger than the maximum diameter of the
elongate shaft portion 52. The first end 54 of the clongate
shaft portion 52 is fixedly attached to the second end 72 of the
base portion 62. The die eject assembly 45 may also include
a poker pin holder 98, FIG. 5, on an end portion 97 of a
reciprocating member 92. The poker pin holder 98 receives
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and supports the poker pin 50. A poker pin lock member 110
may be displaceably mounted on the poker pin holder 98 and
may have a locked state in which the poker pin 50 is held in a
predetermined fixed relationship with the poker pin holder
98. The die eject assembly 45 may also include a generally
tubular vacuum dome 176 that has is in fluid communication
with a vacuum source 180. The vacuum dome 176 has a die
support surface 174 mounted at one end thereof. The recip-
rocating member 92 is vertically reciprocally displaceable
within the vacuum dome 176. Upward displacement of the
reciprocating member 92 is restrained by a stopper member
184 mounted in the vacuum dome 176. Having thus generally
described a die eject assembly 45, further details thereof and
methods associated therewith will now be described.
FIG.11s aside elevation view of a prior art poker pin 10 and
poker pin holder 20. The poker pin 10 has a first end portion
12 and an opposite second end portion 14. The second end
portion 14 terminates in a tip portion 16 which is generally
truncated cone shaped. Except for the tip portion 16, the poker
pin 10 has a constant diameter. A typical diameter range for
poker pins 10 is about 0.5 mm to 0.8 mm. The poker pin 10 is
adapted to be mounted in a poker pin holder 20. The poker pin
holder 20 has a first end 22 that is adapted to be mounted on
a reciprocating shaft 21, FIG. 9. A second end 24 of the poker
pin holder 20, FIG. 1, has a central bore (not shown) that is
adapted to receive the poker pin 10. The poker pin 10 is held
in position by tightening a lock screw 26, which extends
transversely with respect to the poker pin 10. Various other
types of poker pin holders are known in the art. Each of these
prior art holders is adapted to hold a constant diameter poker
pin at an axially adjustable position within a poker pin holder.
In some cases this adjustment is made automatically, as with
a set up jig and dial meter. In other cases, the set up is made by
an operator who sets the poker pin height manually and then
holds it in position with a lock screw or other clamping type
device. Both of these prior art systems are subject to error. For
example, in the automatic set up system it is easy for an
operator to select an incorrect height parameter from a com-
puter menu. With the mechanical set up, there will be slight
variation as different operators exercise different judgment
about the proper position of the poker pin tip. A die eject
assembly 45 is described below which eliminates such varia-
tions in poker pin height selection. Thus, damage to dies
associated with incorrect poker pin height is eliminated.
FIG. 2 illustrates a poker pin 50 that may be used in appli-
cant’s die eject assembly 45. The poker pin 50 has an elongate
shaft portion 52 with a first end 54 and a second end 56. The
second end 56 may terminate in a pointed tip portion 58. The
diameter of the elongate shaft portion 52 may be constant
from the first end 54 to the second end 56 except for the
pointed tip portion 58. A typical diameter range for the elon-
gate shaft portion 52 is from about 0.5 mm to about 0.8 mm.
The poker pin 50 includes a base portion 62 having a first end
64 which may be cylindrical and which may terminate in a flat
circular bottom 66 as illustrated in FIG. 3. In FIG. 2 the
circular flat bottom 66 rests on a flat support surface 68. The
flat circular bottom surface 66 is adapted to sit on a flat
abutment surface 101, FIG. 5, in a poker pin holder 110, as
described in further detail below. The base portion 62 has a
second end 72 which may have a truncated cone shape. The
firstand second ends 64, 72 meet at region 74. The second end
72 of the base portion 62 is connected to the first end 54 of the
elongate shaft portion 52 at region 76. From FIG. 2, it may be
seen that the maximum diameter of the elongate shaft portion
52 is substantially smaller than the maximum diameter of the
base portion 62. A typical diameter range for the elongate
shaft portion 52 may be the same as the diameter range of
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prior art poker pins 10, e.g., 0.5 mm to 0.8 mm. A typical
diameter range of the cylindrical first end 64 of the base
portion 62 is, for example, from 2.6 mm to 3.0 mm. As best
illustrated in FIGS. 5, 6 and 10 a reciprocating member 92
reciprocates vertically 94 between a maximum height posi-
tion and a minimum height position. As shown in FIGS. 5 and
6, the reciprocating member 92 comprises a shaft portion 96
having an upper end 97 that includes a poker pin holder 98.
Poker pin holder 98 may be provided by a threaded, split
collar portion 99 of shaft upper end 97. Poker pin holder 98
has a poker pin base receiving cylindrical bore 100 that ter-
minates at a flat bottom wall 101, as best shown in FIG. 5. The
poker pin 50 may be slidingly received in the cylindrical bore
100 that partially defines split collar portion 99. A lower end
102 of the shaft portion 96, FIG. 6, is attached to a connection
member 104, which may be conventionally attached to a
reciprocating drive assembly (not shown).

A poker pin lock member 110 is illustrated in FIGS. 4-7.
The poker pin lock member 110 may have an outer cylindrical
surface 112. This cylindrical surface 112 may be intersected
by four flat, equally circumferentially spaced surfaces 114
that are adapted for receiving a wrench. The poker pin lock
member 110 may have a flat circular top surface 116, FIG. 8,
having a small circular opening 118 therein through which the
elongate shaft portion 52 of the poker pin 50 may pass. As is
bestillustrated by FIG. 7, the poker pin lock member 110 may
have an interior cavity 119 defined by a cylindrical lower
interior wall surface 120 terminating in a lower circular open-
ing 122. The cavity 119 may be further defined by an upper
wall surface having a horizontally disposed surface portion
124 and a truncated cone shaped wall portion 126 which ends
in top hole 118. This truncated cone shaped surface portion
126 of the upper wall surface is adapted to engage truncated
cone shaped second end 72 of the poker pin base portion 62.
The co-action between the surface of base portion second end
72 and truncated cone shaped surface portion 126 urges the
poker pin 50 into a centered position within the poker pin
holder 98 as the lock member 110 is moved toward its down-
ward most position. Thus surface portion 126 is a centering
surface.

In operation, the poker pin 50 is inserted into the poker pin
lock member 110, FIGS. 4 and 7, by moving it upwardly 150
into the lock member cavity 119. In the illustration of FIG. 5,
the poker pin 50 is fully seated in the lock member 110 with
the upper surface 72 of the poker pin base 62 in engagement
with the truncated cone shaped surface portion 126 of the lock
member 110. The lock member 110 and poker pin 50 as
assembled in FIG. 5 are moved into generally cylindrical
cavity 100 in poker pin holder 98 by downward displacement
of the lock member 110. The lock member 110 cylindrical
interior wall surface 120 may be threaded to co-act with
exterior threads provided on the split tip portion 99 of the
poker pin holder 98. Thus, the lock member 110 may be
downwardly displaced by rotational movement 154, as illus-
trated in FIG. 6. The poker pin lock member 110 will continue
to advance downwardly through rotation until the poker pin
base portion bottom surface 66 engages the flat bottom sur-
face 101 defining cavity 100. The point of abutting contact of
these two surfaces 66, 101 determines the height of the poker
pin elongate shaft tip portion 58 with respect to the poker pin
holder 98. The poker pin holder 98 moves between known
fixed limits with regard to a die presentation assembly 170,
FIG. 10. Thus, the poker pin 50 is always in proper registra-
tion with the die presentation assembly 170 so long as the
poker pin holder 98 is in proper registration with the die
presentation assembly 170, as described further below with
reference to FIG. 10.

10

15

20

25

30

35

40

45

50

55

60

65

4

FIG. 9 schematically illustrates the operation of a prior art
die eject assembly. A conventional poker pin holder 20 is
mounted on a reciprocating shaft 21. A poker pin 116
mounted in poker pin holder 20 reciprocates up and down by
conventional mechanical displacement of shaft 21. A die
presentation assembly 30 is positioned above the poker pin 16
and the poker pin 16 engages the back surface of a die within
the die presentation assembly 30 when the poker pin 16 is in
its uppermost position of reciprocating movement. The die
presentation assembly 30 is positioned above a support struc-
ture 32 having a top surface 34 that supports the dies in the die
presentation assembly. The support structure 32 has small
holes (not shown) in fluid communication with a cylindrical
cavity 38 of a vacuum dome 36. The cavity 38 is connected to
avacuum source 40 as through conduit. Vacuum thus holds a
die within the die presentation assembly 30 against the sup-
port surface 34. Such structures are well known in the art and
are thus not described in detail herein. One problem with this
assembly is that improper adjustment of the poker pin 16 may
cause it to have a maximum upward travel position above the
position shown in FIG. 9. In this improper adjustment state,
the poker pin 16 may damage the backside of the die as it
moves upwardly to eject the die from the presentation assem-
bly 30. Another potential source of die damage is over travel
of'the drive shaft on which the poker pin holder 20 is mounted.
Applicants’ above described poker pin 50, poker pin holder
98 and lock member 110 are adapted to solve the former
problem. The die eject assembly 45 of FIGS. 10 and 11 is
adapted to solve the latter problem.

Inone embodiment the assembly 45 shown in FIGS. 10 and
11 incorporates the above described poker pin 50, poker pin
holder 98 and lock member 110 and thus obviates both poten-
tial problems. In the die eject assembly 45 shown in FIGS. 10
and 11, a die presentation assembly 170, which may include
individual dies, is supported by a support structure 172 having
a top surface 174, which may be a die support surface. The
support structure 174 has a poker pin receiving hole 179
extending therethrough. The support structure 172 is posi-
tioned above a vacuum dome 176 having a cylindrical cavity
178 in fluid communication with a vacuum source 180, as
through vacuum supply conduit 181. In this embodiment,
proper pin height of poker pin 50 with respect to the poker pin
holder 110 may be ensured by the novel structure described
with reference to FIGS. 2-8 above. In this embodiment, any
poker pin 50 over travel associated with excess vertical dis-
placement of shaft 92, etc., is prevented by a stopper member
184, which in the embodiment shown in FIG. 10 is an annular
stopper member.

The reciprocating member 92 and the poker pin holder 98,
lock member 110 and poker pin 50 supported thereon are all
displaceable relative to the fixed vacuum dome 176. The
annular stopper member 184 is mounted inside the vacuum
dome 176 in fixed relationship therewith. The stopper mem-
ber 184 is mounted at an axial position such that the poker pin
50 does not move axially upwardly sufficiently far to damage
a die to be ejected from the die presentation assembly 170.
The stop member 184 may be constructed and arranged so as
to engage the top surface 116 of the lock member 110 or any
other structure fixedly associated with the reciprocating shaft
92, for example a fixed flange (not shown) extending radially
outwardly from shaft 92. It will be appreciated that in normal
operation, the poker pin 50 may have a small range of heights
above the poker pin holder 98 in which it will remove a die
without causing damage thereto. Therefore the stop member
184 may be placed at a position associated with the uppermost
extent of this proper operating range. Thus, in normal opera-
tion, the poker pin holder 110 may not engage the annular stop
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member 184. However, in situations in which the shaft 92
would otherwise over travel, for example, a situation where
shaft length changes due to temperature related expansion,
over travel is prevented by the stop member 184. Thus, dam-
age to dies or to the poker pin 50 is prevented by the stop
member 184. A suitable shock absorber or the like (not
shown) may be incorporated into the shaft 92 or associated
mechanical linkage such that engagement between the poker
pin holder 110 and the stop member 184 does not cause
damage to either structure.

It will be understood by those skilled in the art that the
vacuum provided within the vacuum dome 176 is transmitted
through the vacuum dome 176 and support structure 172 by
suitable fluid communication which is not interrupted by the
stop member 184. F1G. 11 shows one physical embodiment of
the die eject assembly 45 that is illustrated schematically in
FIG. 10.

It will be appreciated from the above that a method of
installing a poker pin 50 in a die bonding machine having a
reciprocating member 92 that is axially displaceable with
respect to a die support surface 174 is illustrated by FIG. 12.
As illustrated at block 212, it includes the step of providing a
poker pin 50 having a relatively smaller diameter shaft por-
tion 52 and a relatively larger diameter base portion 62,
wherein the tip 58 of the shaft portion 52 is positioned at a
fixed distance from an abutment surface 66 ofthe base portion
62. The method may further include, as shown at block 214,
axially referencing the tip 58 of the poker pin shaft portion 52
to the reciprocating member 92 by abuttingly engaging the
abutment surface 66 of the base portion 62 with an abutment
surface 101 of a poker pin holder 98 that is fixedly mounted on
the reciprocating member 92.

FIG. 13 shows a method of limiting the travel of a poker pin
50 with respect to a die support surface 174 of a vacuum dome
176. The method may include, as shown at block 222, mount-
ing the poker pin 50 in fixed relationship with a reciprocating
member 92 positioned within the vacuum dome 176. The
method may further include, as shown at block 224, mounting
an annular abutment surface such as stop member 184 inside
the vacuum dome 176. The method may also include, as
shown at block 226, engaging a surface 116 having a fixed
relationship with the reciprocating member 92 with the annu-
lar abutment surface 184.

Although certain specific embodiments of a die eject
assembly and methods of making and using it have been
described in detail herein, various alternative embodiments of
such assembly and methods will become obvious to persons
of skill in the art after reading this disclosure. The claims
appended hereto are intended to be broadly construed so as to
cover all such alternative embodiments, except as limited by
the prior art.

What is claimed is:

1. A die eject assembly for a die bonder comprising:

a reciprocating member having a first end;

apoker pin holder positioned at said first end of said recip-
rocating member

a poker pin being supported by said poker in holder, said
poker pin comprising:

an elongate shaft portion having a first shaft end and a
second shaft end;

a base portion having a first base end and a second base
end, said first base end having a truncated cone shaped
upper surface;

said first shaft end of said elongate shaft portion being
fixedly attached to said second base end of said base
portion; and

5

10

25

30

40

45

55

60

6

a poker pin lock member displaceably mounted on said
poker pin holder and having a locked state in which said
poker pin lock member holds said poker pin in fixed
relationship with said poker pin holder.

2. The die eject assembly of claim 1 wherein said poker pin
holder comprises a poker pin base support surface adapted to
engage and support said poker pin base portion.

3. The die eject assembly of claim 2 wherein said poker pin
holder comprises a collar portion positioned above said base
support surface and adapted to slidingly receive said poker
pin base portion therein.

4. The die eject assembly of claim 3 wherein said poker pin
lock member is displaceably received in said poker pin
holder.

5. The die eject assembly of claim 4 further comprising a
poker pin centering surface mounted on said poker pin lock
member and adapted to co-act with a surface of said poker pin
base portion to center said poker pin in said poker pin holder
when said lock member is in said locked state and wherein
said lock member is threadingly received on said poker pin
holder.

6. The die eject assembly of claim 5 wherein said poker pin
centering surface comprises a truncated cone shaped center-
ing surface engaging said truncated cone shaped upper sur-
face of said poker pin base portion.

7. The die eject assembly of claim 6, wherein said poker pin
truncated cone shaped centering surface comprises a central
hole that receives said poker pin elongate shaft portion there-
through.

8. The die eject assembly of claim 1 further comprising a
poker pin centering surface mounted on said poker pin lock
member and adapted to co-act with a surface of said poker pin
base portion to center said poker pin in said poker pin holder
when said lock member is in said locked state.

9. The die eject assembly of claim 1, further comprising a
tubular vacuum dome having an orifice therein in fluid com-
munication with a vacuum source, and having an end portion
comprising a die support surface, said reciprocating member
being received in said tubular vacuum dome and being verti-
cally reciprocally displaceable with respect thereto, upward
displacement of said reciprocating member being limited by
a stopper member mounted in said tubular vacuum dome.

10. The die eject assembly of claim 9, said die support
surface having at least one hole extending therethrough, said
stopper member having at least one hole extending there-
through and aligned with said hole in said in said die support
surface, said elongate pin portion of said poker pin extending
through said aligned holes and being reciprocally displace-
able therewithin by displacement of said reciprocating mem-
ber.

11. The die eject assembly of claim 10, said poker pin
holder being engageable with said stop member.

12. A method of installing a poker pin in a die bonding
machine having a reciprocating member that is axially dis-
placeable with respect to a die support surface, said method
comprising:

providing a poker pin having a relatively smaller diameter
shaft portion and a relatively larger diameter base por-
tion wherein the tip of the shaft portion is positioned at a
fixed distance from an abutment surface of the base
portion and said base portion has a truncated cone
shaped top surface;

axially referencing the tip of the poker pin shaft portion to
the reciprocating member by abuttingly engaging the
abutment surface of the base portion with an abutment
surface of a poker pin holder that is fixedly mounted on
the reciprocating member; and
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centering the poker pin with respect to the poker pin holder
by abuttingly engaging the truncated cone shaped top
surface portion of the poker pin base portion with a
truncated cone shaped bottom surface of a displaceable
lock member mounted on the poker pin holder.

13. A method of installing a poker pin in a die bonding
machine having a reciprocating member that is axially dis-
placeable with respect to a die support surface comprising:

providing a poker pin having a relatively smaller diameter

shaft portion and a relatively larger diameter base por-
tion wherein the tip of the shaft portion is positioned at a
fixed distance from an abutment surface of the base
portion and said base portion has a truncated cone
shaped top surface;

axially referencing the tip of the poker pin shaft portion to

the reciprocating member by abuttingly engaging the
abutment surface of the base portion with an abutment
surface of a poker pin holder that is fixedly mounted on
the reciprocating member;

axially displacing the reciprocating member within a tubu-

lar vacuum dome; and

limiting the distance above a die support assembly that the

tip portion travels with a stop member mounted within
the vacuum dome.
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14. The method of claim 4 wherein said limiting the dis-
tance above a die support assembly that the tip portion travels
with a stop member mounted within the vacuum dome com-
prises engaging the poker pin holder with the stop member.

15. A method of limiting the travel of a poker pin with
respect to a die support surface of a vacuum dome compris-
ing:

mounting the poker pin in fixed relationship with a recip-

rocating member positioned within the vacuum dome;
mounting an abutment truncated cone shaped surface
inside the vacuum dome; and

engaging a truncated cone shaped surface having a fixed

relationship with the reciprocating member with the
abutment truncated cone shaped surface.

16. The method of claim 15 wherein said engaging a trun-
cated cone shaped surface having a fixed relationship with the
reciprocating member with the abutment surface comprises
engaging an upper truncated cone shaped surface of a poker
pin holder with the abutment truncated cone shaped surface.

17. The method of claim 16 further comprising passing an
elongated shaft portion of the poker pin through a central
opening in the abutment truncated cone shaped surface.
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